FACES FLAT IN 
TRANSVERSE 
PLANES 



FACES FLAT IN 
TRANSVERSE 
PLANES 



END FACES 
FLAT WITH 
PERIPHERAL 
CHAMFERS 



INSPECT SUCKER 
ROD MEETING 
API SPECS 



PREPARE SHOULDER 
FACE ON PIN AND 
PIN END FACES 



PREPARE COUPLER 
END FACES 



PREPARE THREADED 
TORQUE WASHER 



APPLY ANAEROBIC 
ADHESIVE AS 
LUBRICANT TO 
THREADS 



THREAD FIRST 
PIN IN TO HAND- 
TIGHT PLANE 



POWER TIGHTEN 
FIRST PIN BY 
SPECIFIC INCREMENT 



THREAD TORQUE 
WASHER IN TO 
ABUT FIRST PIN 



ON SITE, LUBRICATE 
THREADS OF SECOND 
PIN WITH ANAEROBIC 
ADHESIVE 



STAB SECOND PIN 
INTO COUPLER OF 
PRIOR ROD AND 
TIGHTEN TO HAND- 
TIGHT PLANE 



POWER TIGHTEN 
SECOND PIN BY 
SPECIFIED INCREMENT 



REPEAT SEQUENCE 
TO FORM SUCKER 



PRECISE AXIAL 
SPACING OF 
FACES 



PRECISE AXIAL 
SPACING OF 
FACES 



PRECISE AXIAL 
SPACING OF 
FACES 



FIG.5 



FIG.12 




FIG. 14 




